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Headlight tester

Universal battery-operated headlight tester copable of measuring light intensity and alignment of lights of any
technology (tungstene, iodine, xenon, leds), equipped with laser body aligner and loser headlight viewfinder.
Microprocessor-based electronics for n°2 photo-diodes acquisition and measurement processing;

built-in led display and serial interface for pe or network connection.

Reglascopio
Alineador electrdnico de luces universal o bateria capoz de medir la intensidad de lo luz y lo olineacion de faros de

cwalguier tecnologia (tungsteno, yodo, xendn, leds), con doble puntero ldser (visor ldser + puntero dptico ldser).
Electronica basada en microprocesador para la adquisicion de n° 2 foto - diodos y procesamiento de medicidn;

pantalla led y interfoz serial para PC o cone:indns,

Approved for statutory tests. Recommended for pre-check, diognostics and repair
Aprobado para ITV. Recomendado para verificacion pre-ITV, diognastico y reparacion.
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Headelight tester

MAIN FEATLRES:

Universal battery-opercted headlight tester with microprocessor-based Mlineodor electrdnico de luces universal o baterio con electranica bosada
elecronics with photo-diodes copoble of cheeking olignment and to en microprocesodor para lo adguisician de foto - diodos copaz de medir
measure the light intensity of any technology (tungsten, iodine, xenan, la intensidad de la luz y verificar lo alineacion de faros de cuclquier
led). — tecnologia (tungsteno, yodo, xendn, leds).

Laser body alignment and headlights viewfinder. | ) Doble puntero |dser (visor ldser -+ puntero dptico lser).

Built-in bed display for stand-olone operation. o Pontollo led pora uso independiente

Built-in RS 232 interface for pe or network connection. Interfoz serial incorporada para PC o conexion de red.

Suitable for Evropean, Americon and Asian cors, either right or left Adecvodo para outomaviles europeos, americanos y asidticos, ya sea con
hand-driving. ae volante a la deracha o o la izquierdo.

To be used as stond-olone heodlight tester or as madule for complate Para ser ulilizado como reglafaro auténome o como médulo para la
Inspextion line under the manogement of Windows-compatible 5 linea de inspetcian completa bajo la gestion del software de linea de
ASSEMBLAD test line software. ' prueba ASSEMBLAD compatible con Windows.

METROLOGICAL THARALTERISTICS: N°2 foto - diodos.

N“2 photo diodes. Intensidad de luz: 0 10 90 K, = 5% fs, res. 0.001 kix / 0 to 150 kix,, =
Light intensity: 0 to 90 klx, = 5% s, res. 0.001 klx / 010 150 klx, + 504 fs, res, 0.5 klx.

5% fs, res. 0.5 kix. = ' Alineacion de los foras: monuol.
Headlight alignment: monual 4

STANDARD ACCESSORIES: . Ca Cargador dz bateria.
Battery charger. T g Plataforma de 3 ruedas.
3-wheel plotform, Interfaz RS 237 con cable 10mt.

RS 2312 port and 10mt coble. Software ASSEMBLAD compatible con Windows.
ASSEMBLAD Windows-compatible software.

OPTIONAL ALCESSORIES: Converfidar ush a serial.

Ush-serial converter, L .
Bluetoath interfoce. uetaoth

WEIGHT AND DIMENSION: & < B Peso neto: 27Kg

Net weight: 27Kg . Dimensiones (I-h-w): 55x60x170 mm.
Dimensions (I-h-w}): 552604170 mm. )

al (*) apcional

(*) opticnal Los datos y lus coracteristicas estdn sujetos o combios sin previe aviso. Por
Data and characteristics are subjed to cthange without prior natice, Please ask favor, solicite confirmacion @ su distribuidor.

your Distributor for confirmation.
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